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EMOA0
Wall-mount air conditioners 
for outdoor appplications

COOLING CAPACITY
9400 – 9850W

DIMENSIONS (mm) PERFORMANCE

P = Cooling capacity (W)
Ta = Ambient Temperature (°C)
Ti = Internal cabinet temperature (°C)

TECHNICAL SPECIFICATIONS

FEATURES UoM EMOA0MMEB EMOA0NMEB

Cooling capacity EN14511 - A35A35 W 9400 9850

Cooling capacity EN14511 - A35A50 W 7000 7350

Power supply V ~ Hz 400 3~ 50 460 3~ 60

Width - Height - Depth mm 800 - 2000 - 387 800 - 2000 - 387

Max current A 9.1 10.3

Inrush current A 30.7 32.5

T Fuse A 18 18

Power draw EN14511 - A35A35 W 3650 4380

Power draw EN14511 - A35A50 W 5400 6340

Electrical connection - Cable L=3 m Cable L=3 m

R134a Refrigerant kg 2.3 2.3

Cabinet air fan capacity m³/h 2900 2900

Internal temperature range °C +20 – +46 +20 – +46

Temperature regulation - Electromechanical thermostat, factory set to 35°C

External temperature range °C -20 – +50 -20 – +50

Ingress protection - cabinet side - IP54 IP54

Noise level dB (A) 77 77

Weight kg 180 180

Conformity -

* IP54 rated exterior electrical connections


